1. Record Nr.

Autore
Titolo

Pubbl/distr/stampa

Descrizione fisica
Altri autori (Persone)

Soggetti

Lingua di pubblicazione
Formato

Livello bibliografico
Note generali

Sommario/riassunto

UNISA996383728003316
Castiglione Baldassarre, conte, <1478-1529.>

The courtyer of Count Baldessar Castilio [[electronic resource] ] :
diuided into foure bookes. Very necessary and profitable for yonge
gentilmen and gentilwomen abiding in court, palaice or place, done into
English by Thomas Hoby

Imprinted at London, : By wyllyam Seres at the signe of the Hedghogge,
1561

[394] p
HobyThomas, Sir, <1530-1566.>

Courts and courtiers
Courtesy
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Materiale a stampa
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A translation of: Libro del cortegiano.
Signatures: A-Ca” A-2Z4&" [3AJAL.
The final leaf bears a letter of Sir John Cheeke and a colophon.

Reproduction of the original in the Henry E. Huntington Library and Art
Gallery.
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ANSI/IEEE Std 802.12, 1998 |IEEE Standard for Information
technology-- telecommunications and information exchange between
systems-- local and metropolitan area networks-- specific
requirements-- : part 12 : demand-priority access method, physical
layer and repeater specifications / / Institute of Electrical and
Electronics Engineers
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Computer network protocols
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Includes bibliographical references.

The media access control characteristics for the demand-priority
access method are specified. The layer management, physical layers,
and media that support this access method are also specified. Layer
and sublayer interface specifications are aligned to the ISO Open
Systems Interconnection Basic Reference Model and ISO/IEC 8802
models. Specifications for 100 Mb/s operation over 100 /spl Omaga/
balanced cable (twisted-pair) Categories 3 through 5, 150 /spl Omaga/
shielded balanced cable, and fibre-optic media are included. Optional
implementation of redundant links to facilitate automatic recovery of
network connectivity in case of link or repeater failure anywhere in the
network path is specified. Rules for connecting redundant links within a
network are defined.



